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Sense™ 
 

CV0 0
m3/h 0.68 0.91 1.14 1.36 1.36 1.59 1.59 1.82 2.04 2.04 0.23* 1.2

Sense™

 +/-1°C (+/-2°F) 

/

/

* Sense  ASME 
A112.18.1  0.06 m3/h (0.25 gpm) 

 D58512

120 mm
(4.7”)

234 mm
(9.2”)

26 mm
(1.0”)

172 mm
(6.8”)

188 mm
(7.4”)

55 mm
(2.2”)

168 mm
(6.6”)

511 mm
(20.1”)

85 mm
(3.4”)

45 mm
(1.8”)

32 mm
(1.3”)

控制箱

Sense™ 
 

CV

GPM 3 4 5 6 6 7 7 8 9 9 1.0* 1.2



armstronginternational.com

 1800  9  F1  200235
021-64400699 021-64400737

Sense™  — 

1/2" NPT 

 ABS l 
PC ( )  ABS 

    30°C 86°F  41°C 106°F
    38°C 100°F

    30°C - 47°C (86°F - 117°F)
    33°C - 50°C (91°F - 122°F)
    30°C - 50°C (86°F - 122°F)
   

   2°C (5°F)

   30°C - 50°C (86°F - 122°F)

   1°C - 20°C (34°F - 68°F)

   50°C - 65°C (122°F - 149°F)
   85°C (185°F) 

 +/- 1°C (+/- 2°F)

    0.5MPa (72 psi)  

0.2 m3/h (1 GPM)
    0.5MPa (72 psi)  

 0.4 m3/h (1.6 GPM)

   60°C (140°F)
   5 

   60 - 85°C (140 - 185°F)
   0 - 50 

1°C - 40°C (34°F - 104°F)
95% 

1.0 MPa (145 psi)
3:1

IP45
IP24

IP45
IP45

120V 50-60Hz
20W 12V 
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5  - 60 
1  - 59 

1  - 983 

/  — 

CSA UL


